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pH-4710

General Specifications
High-resolution color display,
Easy and ergonomic usage,
Measurement of both pH and temperature with
a single pH electrode,
Easy cleaning with the foldable tip design of
the pH electrode,
pH, temperature, mV, and electrode efficiency
values,
Easy and automatic 2-point button calibration,
3 different calibration options

      ( 2.01-4.01, 4.01-7.01, 7.01-10.01) 
Automatic shutdown feature to effectively
preserve battery life,
Wireless operation with rechargeable batteries,
'READY' message on the screen during
measurement,
Screen freeze 'HOLD' feature,
Single-hand portable box design.

The new portable laboratory device pH-4710 offers innovative
solutions. During development, the focus was on the ease of
use of the equipment and its technical specifications.



smttekno.com

Technical Specifications
pH measurement range: 0.00 - 14.00 pH

Accuracy: 0.1 /0.01 pH

Calibration points: 2 points

Temperature range: 0.0 - 100 °C

Accuracy: 0.1/ ·± 0.5 °C

mV measurement range: ·±1000 mV

Hold  function: Manuel

Automatic shutdown: After 200 seconds

Display: 128x160 TFT LCD

Battery requirements: 3.7 V / 1600 mAh

Size: 70mmx139mm

Kit contents: pH measurement device, 4.01

pH solution, 7.01 pH solution, 3 molar

electrode storage solution, charging cable,

and electrode holder

Consumables: Apera pH electrode


